ANCHOR POINT

FOR SUPPLEMENTARY INSTALLATION IN LIFT SHAFT AND DRIVE ROOM CEILINGS WITHOUT TOP ACCESS

Max . load [kN]

Centric pull Fz 12 20 25

(1) Dowel fixing 2x anchor dowels & x anchor dowels 4 x anchor dowels
HILTI HST-M14 HILTI HST-M14 HILTI HST-M14
lor equiv.), galvanised  [or equiv.), galvanised lor equiv.), galvanised

12] To put under 2xwasher 4 xwasher 4 xwasher

steel plate 17x30x3mm 18x58x5mm 18x58xEmm

(3] Steel plate 100x150x 15 mm 270x270x15mm 270x270x15mm

|4] Flat steel anchor RO16 ROZ0 RD24

[5] Lifting loop [optionall RD16 RD20 RD24

40

4&x anchor dowels
Fischer FAZ Il M20
lor equiv.), galvanised
4 x washer
18x58x5mm
250x250x25mm

RD30

RD30

CONCRETE REQUIREMENTS: « strength class: > C20/25 « tensile area/cracked concrete » min. element thickness: 160mm « ne edge reinforcement «

dense rainforcement [axial distance of the reinforcement < 15cm|

Edge and center distances as well as other provisions by the manufacturer must be followed exactly.
This includes also the transmissien of forces within the structural part.

Item Na: Description Carrying Capacity [kN]
00204120001 Ancher point 12
00204200001 Anchor point 20
00204250001 Anchor point 25
00204400001 Anchor point 40

PFEIFER lifting loops match perfectly with PFEIFER
sockets. Mismatches are impassible. The reliability
of the highquality steel wire rope together with the
swagad steel connection offer the following advan-

tages:
Carrying Capacity perm, F
Itam Mo. (kM) Rd
Detailes: highly felxible, galvarised 0411010005 5 Rd 12x1,75
steel cable; threaded end: high grade 041 1010 008 8 Rd 14 x 2,00
steel, plain 041 1010 012 12 Rd 16 x 2,00
041 1010 014 16 Rd 18x 2,50
041 1010 020 20 Rd 20x 2,50
041 2010020 20 Rd 20x 2,50
041 1010 025 5 Rd 24x 3,00
041 1010 040 a0 Rd 30x 3,50
0411010 063 &3 Rd 36x 4,00
041 1010 08O 80 Rd 42x 4,50
041 1010125 125 Rd 52x 5,00

pry

Concrete cailing i

L]

LIFTING LOOP

« High SWL [safety factor of 4 with respect to nomi-
nal breaking strength of wire ropel

= Great flexibility (3607 suspension]

= Long life

= Safe handling

= The ferrule of the loop has a strong round exter-
nal thread

2 h L
Imml] [mm) from]
20 155 27
22 155 32
25 155 34
9 190 40
33 25 45
33 120 45
40 255 54
56 300 68
67 340 81
B0 425 95

¥ 480 17



